SPECIFICATION

MATERIAL

Insulator: Thermoplastic, rated UL94V-0
Contacts: Copper Alloy

Shell: Steel

+0.10 A CONTACT PLATING .
1.5375°00 - Underplate: 50u”~100u” Nickel
— 5.940.03 | Contact area: 15u” Selective gold
4.3070°0% 2.9+0.05 | Solder tails area: 1u” GOLD
: 7.5+0.20 ELECTRICAL
0.40 Operation voltage: 40 V
0.20 [ KAPTON TAPE Current rating: 0.5 Amps max.
/ Contact resistance: 10 mohms initial
Insulation resistance: 100 Mohms min @ 500 VDC
(- ; Dielectric withstanding volfo?e: 500 VAC / minute
Temperature range: —20°C TO +85°C
‘ Mating cycles: 5000 insertions.
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RECOMMENDED P.C.B LAYOUT (COMPONENT SIDE)(TOP VIEW)
A GENERAL TOLERANCE: £0.05mm

DESCRIPTION
HDMI Connector , D Type ,Right Angle SMT Type
T/H Matel shell Shell Plating:Matte Tin

UNLESS OTHERWISE

SPECIFIED TOL ERANCE
ANG. +5
0. +0.3
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UNIT: INTERNATIONAL CORPORATION

SCALE: AS SHOWED! mm
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