4.5

| Srh

0.3t0.1 TRAVEL

5 [ CONTACT | S U S [ 1 [Ag PLATED

3 | TERMINAL | BRASS | 4 |Ag PLATED|[ 4 | COVER | S U S |1

1 | FRAME |NYLON 46| 1 | BLACK 2 | KNOB |NYLON 46| 1 | BLACK

NO| PART |MATERIAL[QTY| REMARKS |[NO| PART |MATERIAL|QTY] REMARKS

ISSUED SPECIFICATION TITLE: TACT SWITCH
RATING: DC 12V 50mA
CONTACT RESISTANCE: _100me) fax. MODEL NO:  TC-12020A-00-P-N
INSULATION RESISTANCE: 100MO at 500V DC_| TOLERANCE | UNIT: WM [ DWN.] “hat
WITHSTAND VOLTAGE: AC 250V for 1 minute. | W10 1.0:40.1] SCALE:5:1 D (VV\
OPERATION FORCE: REFER ATTACH SPECIFICATION [1.010 10.0:£0. 2| VERSION: 02 :
SWITCHING LIFE: 100k Cycles Min. OVBR 10.0:+0. 3] DRWG No:  WPPD.| uzd

BY: Azy

DATE: 28-Jun-2012
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Compliance

0.340.1 TRAVEL

<D 1.3 o
4 7
5 CONTACT S US 1 |Ag PLATED
3 TERMINAL BRASS 4 |Ag PLATED 4 COVER S US 1
1 FRAME |[NYLON 46| 1 BLACK 2 KNOB NYLON 46| 1 BLACK
NO PART MATERIAL|QTY| REMARKS NO PART MATERIAL|QTY| REMARKS
ISSUED SPECIFICATION TITLE: TACT SWITCH
RN 00 13V 5w
CONTACT RESISTANCE: 100n2 Vax. MODEL NO: TC-120204-00-P-E
INSULATION RESISTANCE: 100MQ at 500V DC TOLERANCE UNIT: MM | DWN. ;u‘
WITHSTAND VOLTAGE:  AC 250V for 1 minute. | UPT01.0:+0.1| SCALE: 5:1 " /\M
OPRRATION FURCE: REFER ATTACH SPECIFICATION |10 10 101:£0.. 2] VERSION: 02 | -
SWITCHING LIFE: 100k Cycles Min. 08 10.0:+0. 3] DRWG No:  PPD.| Ay
7/ VIMEX ®
DATE: 28-Jun-2012 n g




